Think. Move. View.

The next generation laparoscopic camera controller
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Think.

...where you want the scope to be

Move.

...the camera with great precision, using
a simple head-movement controller

View.

...a rock steady image of unparalleled clarity

Simple. Efficient. Dependable.
A seamless connection between
you and the camera

Simple to set up and use

FreeHand® takes just a couple of minutes to set up. It can be
clamped anywhere around the table to suit the ergonomics
of each individual procedure.

FreeHand is easy to learn and simple to use, case after case.

The scope is moved via a hands-free controller attached
to your surgical cap.

Mounted on the stack next to the monitor, the indicator
unit shows the direction selected for scope movement:
up, down, left, right arrows. Plus and minus signs show
zoom direction when this mode is selected by a swift
tap on the activation pedal.
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The direction is easily selected using head movements and then
the scope movement is initiated using the activation pedal.

Suitable for all laparoscopic procedures
FreeHand is easily incorporated into every laparoscopic
procedure, whether in general surgery, urology or gynecology.

FreeHand can be positioned to accommodate:

e the surgeon’s preferred approach

e the number and position of your instrument ports

e the location of the scrub nurse, anesthesiologist and stack
e any size of patient from the very large to the very slight

e the full range of patient positions
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The next generation laparoscopic camera controller

Enabling rock steady images
of unparalleled clarity

Whatever the procedure, FreeHand delivers images
of unsurpassed clarity.

Because FreeHand is securely clamped to the table, the
camera never wanders and a stable horizon is always
maintained even if a change of table angle is required.

Should the scope need cleaning, this takes only seconds,
and when it is clipped back into place the camera will be
in its original position — precisely.

Wide range of scope movement
The surgeon can use FreeHand to pan, tilt and zoom the scope.

= Zoom

For maximum versatility FreeHand also allows the surgeon
to manually override the scope position at any time simply
by grasping the scope and moving it into position before
returning to hands-free control.

Controlled from within the sterile field

FreeHand’s arm position, speed of movement, tilt, pan and
zoom are all controlled by the surgeon from within the sterile
field. Throughout the procedure no outside assistance is
required to deliver excellent visualization.

When in use FreeHand is covered by a specially designed,
single use sterile sleeve, running from the tip of the robotic
motion assembly right down to — and completely over —
the control box.

The sterile zoom module and clip, which holds the scope, are also
single use and are clipped in place immediately prior to surgery.

Become a
FreeHand surgeon

The FreeHand laparoscopic camera controller is
the first of Prosurgics’ next generation of
affordable robotics.

With FreeHand, you will have a dependable assistant,
helping you achieve new levels of efficiency and
patient throughput.

Become a FreeHand surgeon and enjoy:
¢ Immediate and precise control of the scope position
e A completely stable image of unparalleled clarity

¢ Affordable and cost-effective robotic support
enabling greater operating room efficiency

More information about FreeHand is available at
www.freehandsurgeon.com
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Think
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Become a FreeHand surgeon and be one of
the first in your area to benefit from this new
and dependable assistant. Connect now with
the FreeHand community by registering online
for e-mail or SMS updates.






